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1 Participants 

1.1 

1.1.1 PI: Dr. Ganesh Raman 

Dr. Raman is an Associate Professor in the Mechanical, Materials and 
Aerospace Engineering Department a t  Illinois Institute of Technologv. Dr. 
Rarnan supervised the experimental part of the project, and coordinat,ed thc 
I IT  effort. 

Group at Illinois Institute of Technology 
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1.1.2 co-PI: Dr. Xiaofan Li 

Dr. Li is an Assistant Professor at, Department, of Applied Mat,hc:mat,ic:s iit, 
Illinois 1nstit)ute of Technology. Dr. Li contxibuted to the thmret,ical part, of 
the project. He has developed models to account for various configiirat,ions 
of the system, designed the numerical algorithms to solve thc t)oundar-y v a l i i ~  
problem of the Ordinary Differential Equations and to find optirrial rcsonattor 
shapes. 

1.1.3 Joshua Finkbeiner 

Mr. Finkbeiner has been a graduate student during the grant period and 
obtained his Master’s degree in the spring of 2003 working with Dr. Ganosh 
Raman. His Master’s thesis focuses on nonlinear acoustic standing waws in 
oscillating closed containers. [2] He has worked on both the expcriincwt,al 
and thcorctical parts of the research. Most of his work has been writtci! ill 
his Master’s thesis. 

1.2 Partners 
The original idea of using the pressure property in a resonator to construct, an 
acoustic non-contact seal for turbine engines belongs to Dr. Briicc Steinetz 
of NASA-Glenn. During the grant period, he and Dr. Christopher Daniels 
of the Ohio Aerospace Institute have provided insights on various aspects of 
the project along with experimental data from the NASA Glenn effort,. Wc 
have had meetings at IIT and NASA Glenn and teleconferences to  discuss 
the research, including progress, difficulties, and future tasks. 

2 Summary of Activities and Findings 

2.1 Objective 
The overall goal of the cooperative research with NASA Glenn is to fiintla- 
mentally understand, computationally model, and experimentally validate 
non-linear acoustic waves in enclosures with the ultimate goal of dcvoloping 
a non-contact acoustic seal. The longer term goal is to transition the Glenn 
acoustic seal innovation to a prototype sealing device. Lucas and coworkcrs 
are credited with pioneering work in Resonant Macrosonic Synthesis (R.MS). 
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Several Patents and publications (Lucas and Van Doren (1996), Lawrcrison 
et  al. (1998) [3], and Ilinskii et al. (1998) [l]) by this group have succcssfiilly 
illustrated the concept of Resonant Macrosonic Synthesis. To iitilizc this 
concept in practical application one needs to  have an understanding of the. 
details of the phenomenon and a predictive tool that  can examine thc W ~ T -  

forms produced within resonators of complex shapes. With appropriatcly 
shaped resonators one can produce un-shocked waveforms of high aniplit,iidc 
that would result in very high pressures in certain regions. Our goal is to 
control the waveforms and exploit the high pressures to produce an a<:oust,ic 
seal. Note that shock formation critically limits peak-to-peak pressiirc’ m i -  

plitudes and also causes excessive energy dissipation. Proper shaping of thc 
resonator is thus critical to the use of this innovation. 

2.2 Research and Education Activities 
1 .  We developed software to  compute the pressure waveforiris inside a 

closed resonator based on the pseudo-one-dimensional model of IliIi- 
skii et al. (1998). We also verified the correctness of the software by 
comparing the numerical results with those in [l]. 

2. We derived the governing equations for an oscillating resonator t,hat, 
includes a center shaft, obtained the numerical results for resonat,ors 
with center-shaft. We also carefully studied the effect, of the ccrit,cr- 
shaft on the acoustic field in the resonator. 

3. We designed an experimental set-up tha t  provided results on tho R.MS 
phenomenon. 

4. We developed a numerical tool that hand!es cases where shock or hys- 
teresis occurs. The numerical tool was implemented such that, it, aut,o- 
matically computes the pressure waveform at different, frequcncics arid 
finds the gas resonant frequency. 

5 .  We derived an analytical model for nonlinear standing wave in an  ax- 
isymmetric resonator that  incorporated a shaft along the axis of syrri- 
metry; examined the effects of cylindrical and tapered shafts on Rcso- 
nant Macrosonic Synthesis; constructed a numerical tool that, optfirnixes 
a conical resonator shape for seal technology; implemented a vtmion 
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of the optimizing numerical tool: found the optimal conical shapc~ that, 
maximizes the DC pressure a t  the narrow end with fixed R. 

6. We built a numerical tool that  does Numerical Optimization, iiitc- 
grated with an automation tool; performed two-paramcter optimiza- 
t ions on conical shapes and horncones arid corisidcrcd thrcc-paramc\t,or 
optimization. 

7. We developed and implemented a reliable software t’ool tha t  (m find 
locally optimized and globally optimized resonator shapos. 

8. We considered the effect of the size of resonator, the potcnt,ial wciight, 
or size problems and the feasibility of some optimized resonators. 

9. Experimental investigation of the acoustics was conduct,ed. Five r c w  
onator shapes were tested at varying degrees of input power and at, 
different frequencies. The working fluid in these resonators was labo- 
ratory air. 

10. The numerical results from the software developed were comparcd with 
those from the experimental results. The numerical model used t h  
same five resonator shapes that used in the experimental i~ivest,igatiori. 

11. We investigated the numerical viscosity in the theoretical model t o  
match with that from the experimental results. 

2.3 
2.3.1 Experimental Studies 

Two experimental investigations were constructed and used to investfigate 
nonlinearities in acoustic waves. The first, assembled at IIT of lightweight, 
low-cost materials, provided a view of general trends in the acoustics. How- 
ever, specific comparisons between cases were difficult due to the shapes of 
the  acceleration waves which were in turn a result of the non-rigidity of thc 
niat,erials used. While nonlinearities were observed in the dynamic pressures 
in the  resonators, much of the energy that, could have been provided to the 
acoustics in the resonator was lost through the structural dynamics. This 
problem aside, the IIT nonlinear acoustic test facility successfully gencratxxl 

Findings Resulting from These Activities 
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nonlinear acoustic standing waves in three different resonat.ors. Tho cylin- 
der resonator was found to  agree on a qualitative basis with tests froni the. 
literature in that waveform steepening and low levels of dynariiic pres. :. sur(: 
amplitude were observed. 

The I IT  experiment also found valuable results by testing cone and horn- 
cone designs. The two resonators demonstrated that nonlinear acoust,ic shock 
generation could be avoided by shaping the resonator cross sect,ion. The  res- 
onators were observed to  inhibit the transfer of energy to  the higher dynamic 
pressure harmonics, concentrating nearly all of the energy into the first and 
second harmonics. Without the higher harmonics, the dynamic: prcssiires 
could not generate acoustic shocks. 

The GRC experiments extended the work at IIT by using a morc c a p a l k  
experimental setup. Even though more power was available to  the cxperi- 
ments and the resonators attached to  the test section, the GRC coiio and 
horn-cone resonator shapes were observed to concentrate the ma-jori ty of tlio 
dynamic pressure energy in the lowest harmonics. Where the IIT rosonat,ors 
demonstrated this phenomenon at low power levels, the GR.C resonators 
dcmonstrated the same concept at higher powers. 

For further details of the findings in this subsection, the  reader is referred 
to  the Master’s Thesis of Joshua Finkbeiner, see [2]. 

2.3.2 Findings from Direct Comparison between the Numerical 
and the Experimental Results 

Beyond verifying the general trends observed in the experiments, the Iiiimtr- 
ical computational models also helped to  demonstrate tha t  the cxperiment,al 
results in all but the cylinder resonator were generated solely by the fun- 
damental acceleration harmonic. Dissonant resonators produced pressure 
waveforms of negligible amplitude when excited with acceleration waveforms 
containing only higher harmonic components. A t  the same time, the dynamic 
pressure waveforms generated with acceleration waveforms built from a <:om- 
bination of acceleration harmonics behaved nearly identically to  waveforiris 
generated with accelerations constructed from a pure fundamental harmonic. 

The  computational model was used to directly simulate the  expcrirnents 
performed during this study. The viscosity parameter G was measured hy 
comparing the experimental dynamic pressure levels in the frequency swctep 
t o  those computed by the model. While the  various matching viscosity pa- 
rameters did not fall in perfect agreement with each other, one value for G 



was more common than the others. In addition, the results from tlie GR.C 
resonators were considered to be more valid t,lian t,he I IT  resonat,ors diic t,o 
their more rigid construction. 

The computational model was unable to  simulate the results acciiratlclly 
for the  cylinder resonator. While the model predicted qualitativc behavior 
such as waveform steepening and weak acoustic shock formation, the ampli- 
tudes of the waves generated by the computational model were subst,ant,ially 
higher than those measured in the experiment. In the shaped resonator de- 
signs, however, the computational model worked well, particularly in the 
GRC resonator designs where the structure was more rigid. With tho ( :x (~p-  
tion of a couple cases, the value of G tended to  agree best with the litcratiirc 
when the acceleration signal was referenced at the wide end of the resonator. 
The  GRC cone and horn-cone resonators both matched a viscosity pararn- 
eter value of G = 0.01 when no shaft was included in the resonators. The 
inclusion of the shaft complicated the comparison for t,he cone resonator, h i t ,  
the matching value of G in the horn-cone resonator did not change wit,h the 
inclusion of the shaft. Experimental data also found the horn-cone rcsonat,or 
t o  have the highest level of rigidity of any of the tested resonatms, so the 
results from the horn-cone are believed to be the most accurate. Thercforo, 
the assumptions in the literature are supported by this study which matched 
a viscosity parameter value of G = 0.01 to one significant figure. Mor(: accu- 
rate experiments with more rigid structures are required to gain additional 
significant digits in the value of G. 

T h e  details of the findings in this subsection can be found in the Master's 
Thesis of Joshua Finkbeiner, see [2]. 

2.3.3 Optimal Resonator Shapes 

The resonant frequencies and the nonlinear standing waveform in ari acoiis- 
tical resonator strongly depend on the resonator geometry. We investigated 
the problem to maximize the ratio of maximum to  minimum gas pressure at, 
an  end of an oscillating resonator by optimizing the cavity contour. '4 quasi- 
Newton type scheme is used to find optimized axisyrnmetric resonator s1iapc.s 
to  achieve the maximum pressure compression ratio. The acoustical field is 
solved using a one-dimensional model, and the resonance frequency shift and 
hysteresis effects are obtained through an automation scheme bascd on con- 
tinuation methods. Results are obtained from optimizing cone, horn-(:one, 
and cosine resonator geometries with a significant performance improvmicnt, 
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found in the optimized shapes over others previously publishcd. Diffcrtmt, 
optimized shapes are found when starting with different> initial guossos iiitli- 
cating multiple local extrema. The numerical model is verified by coniparirig 
with the experimental results of a horn-cone shaped resonat,or. 

A paper has been written on the subject and is submitted to the jounial 
J .  Acoust. SOC. Am. For details, refer to Appendix A. In the papor, a 
local optimization scheme is presented for finding the resonator shapw that, 
maximize the pressure compression ratio at  one end of an oscillating ac:oust,ic 
resonator. The optimal dimensions are reported for cone, horncone, ant1 
cosine shaped resonators. For each type of resonator, a snialler narrow crid is 
found to give a larger pressure peak-to-peak ratio. This finding siiggcsts t,liat, 
the number of shape parameters in an optimization can be reduced by sc,t,t,ing 
the dimension of the narrow end fixed at a value as small as possible. For t,hc 
types of horncone and cosine shapes, there are many different designs t,liat 
achieve local extrema. Using different initial guesses for the optimal tlcsign, 
the results show that as much as 196% improveinerit on the compression ratio 
can be  achieved with a fixed level of input power. For the shapes considcrctl 
herein, the horncone shape is found to  generate the highest> compression ratio. 
Searching strategies for globally optimal shapes are under investigation. 

2.3.4 

The effect of including an axisymmetric blockage at the center of the res- 
onators are investigated both experimental and numerically. The iriclusion 
of a shaft in the resonator does not prevent the formation of high amplitude 
acoustics. The primary effect of a central shaft blockage is that it increases 
the resonant frequency for a given resonator, although efficiency changes in  
the resonator also occur via the inclusion of this structure. Some of the shaft, 
cases generates higher pressures than the same resonator without a shaft,, 
however, this is apparently due to  an increase in the forcing funct,ion applied 
to  the resonator rather than a suppression of the  energy transfer mechanisrns 
in the dynamic pressure. 

The  details of the findings in this subsection can be found in the Mastcr’s 
Thesis of Joshua Finkbeiner, see [2] and the AIAA paper, see Appendix B. 

The Effect of the Center Blockage 
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